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REL.SA37
Security Towel/Clothes Hook

REL.SA37 – Wall Mounted

Product Materials

SAFETY HOOK: 11 gauge stainless steel bracket with 7 gauge stainless steel hook.
The hook is secured to the bracket with a Torx-head screw and rubber friction
washers.The hook is designed to release when more than 9 kilos of force is applied.
Tension adjustment may be  made by use of the Torx driver.
Torx drivers will be supplied to order.

Installation
Verify all rough-in dimensions prior to installation.The unit is supplied with 
1/4-20 x 25mm Torx head screws for installation to wall anchors (not included).

REL.SA38 & REL.SA39
Security Towel/Clothes Hook Strip

REL.SA38 – Chase-Mounted
REL.SA39 – Front-Mounted

Product Materials

BACKPLATE: 14 gauge stainless steel with exposed surfaces in an architectural
satin finish with rounded corners and smooth edges.

SAFETY HOOKS:11 gauge stainless steel bracket with 7 gauge stainless steel hooks.
The hooks are secured to the bracket by a Torx-head screw and rubber friction
washers.The hooks are designed to release when more than 9 kilos of force is
applied.Tension adjustment may be  made by use of the Torx driver.
Torx drivers will be supplied to order.

MODEL SA38 MOUNTING:The back plate has welded anchor nuts to receive 
1/4-20 studs (provided). Nuts and washers are included with the unit.

MODEL SA39 MOUNTING: The unit is supplied with 1/4-20 x 25mm Torx head
screws for installation to wall anchors (not included).

Important note
All orders and /or specifications must include the wall thickness
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REL.SA47
Security Shelf - Recessed 

REL.SA47 – Chase Mounted

Product Materials

RECESSED SHELF: 16 gauge stainless steel with exposed surfaces in an
architectural satin finish.The interior is satin glass blast finish.All the welds
are ground smooth and the corners are rounded.

BACKPLATE: 11 gauge die-formed galvanized steel.

Installation
Verify all rough-in dimensions prior to installation.The back of the shelf has
welded anchor nuts to receive threaded studs (provided).

Important note
All orders and /or specifications must include the wall thickness
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REL.SA65
Security Seat - Recessed 

REL.SA65 – Recessed Mounted

Product Materials

HOUSING: 16 gauge stainless steel with two heavy anchoring channels welded
to the back.

SEAT: 16 gauge stainless steel with heavy reinforcing.The welds are ground
smooth and the exterior surfaces are polished to a No. 4 satin finish. The hinge
is a solid 9.5mm dia. stainless steel rod.

WALL PAN: 20 gauge cold rolled steel.

Operation
The seat opens out from the wall and supports up to 340 kilos. It folds up out
of the way and is stored in the wall when not in use.

WARNING
This unit can be used potentially as a ligature point and is not recommended for
applications where patients/residents may be at risk.
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REL.SA49
Security Shelf

REL.SA49 – Chase Mounted

Product Materials

CHASE MOUNTED SHELF: 14 gauge stainless steel in an architectural
satin finish.All the welds are ground smooth with polished corners 
and burr-free edges.

Overall dimensions: 406mm W x 65mm H x 102mm D.

Installation
Verify all rough-in dimensions prior to installation.The back of the shelf
has welded anchor nuts to receive threaded studs (provided).

WARNING
This unit can be used potentially as a ligature point and is not
recommended for applications where patients/residents may be at risk.

Important note
All orders and /or specifications must include the wall thickness
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REL.SA70
Security Grab Bar

REL.SA70-001240 (610mm long)
REL.SA70-001360 (914mm long)
REL.SA70-001420 (1067mm long)

Product Materials

FLANGES: 79mm dia. 11 gauge stainless steel with exposed surfaces in an
architectural satin finish.

TUBING: 38mm overall dia. 18 gauge stainless steel, seamless construction
with exposed surfaces in an architectural satin finish.
Bent ends of tubing pass through the flanges and are welded into a single
structural unit for maximum strength. Intermediate supports are contour cut and
joined by welding to form an integral part of the grab bar.All welds are ground
and polished to blend.The Mandrel bending process maintains a uniform bar dia.
The return provides 38mm standard safety clearance between the wall and the bar.

CLOSURE PLATE: 11 gauge stainless steel.

Strength
When properly mounted, all our heavy duty grab bar systems meet or exceed
the requirements of ANSI Standard A117.1. Please consult the Sales Office for
further information on certification issues (including the DDA).

Installation
Verify all rough-in dimensions prior to installation. Use the bar as a template to
locate the mounting holes.All grab bars are supplied with Torx-head screws.
Torx drivers will be supplied to order.

Optional Features
Feature Suffix
Safety-grip finish -2

REL.SA9445.1
Security Grab Bar

REL.SA9445.1-00600 (600mm long)

Product Materials

One piece cast aluminium.

The REL.SA9445 series is manufactured from cast aluminium with a choice of
finishes and features a concave detail to each horizontal side with steeply
sloping shoulders to both extremities. The grab bar is available in one standard
length i.e. 600mm (the projection and profile is as shown on the drawings
below)

Strength
When properly mounted, this heavy duty grab bar system enables compliance
with the requirements of The Code of Practice BS 8300:2001”Design of
buildings and their approaches to meet the needs of disabled people”
(Revised 2005). Please consult the Sales Office for further information 
on certification issues (including the DDA).

Installation
Verify all rough-in dimensions prior to installation. Use the bar as a template to
locate the mounting holes.All grab bars are supplied with Torx-head screws.
Torx drivers will be supplied to order.

Finishes

US28 - Satin Anodized Aluminium 
US23 - Polished Anodized Aluminium 
RAL - Powder coating available to order *

*See standard and optional RAL colour choices on page 13.
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SPECIALISTS IN HIGH QUALITY 
DOOR, SECURITY & WASHROOM HARDWARE

It is a well established fact that in almost any building the most used and often most abused components are those traditionally supplied as part of the Architectural Hardware
package. For building owners unaware of the existence of products of suitable design and strength this has been a problem, resulting in ongoing bills for maintenance and

replacement or refurbishment. Our comprehensive product range has been selected to address the need for well designed and hard wearing products lasting the lifetime of the
building, even in the most extreme conditions. Brochures are available covering the following product areas:

Door Controls

Relcross Limited is synonymous with door control.We believe that our unrivalled track record in the door control industry qualifies us to speak
knowledgeably on the subject and to offer our assistance, expertise and independent advice to specifiers and end users alike.With almost 30 years of
experience behind us we can say, without fear of contradiction, that we have solved most door control issues over the years - from the mundane to
the spectacular.

Hinges & Pivots

Most door hardware industry professionals and specifiers will know of the important role correctly specified hinges play, particularly on fire
compartmentation doors, doors on escape routes and doors in busy thoroughfares.With this in mind, Relcross has promoted the highest quality
architectural grade hinge solutions to the hardware industry in the United Kingdom since 1980. Relcross is closely allied to some of the finest hinge
manufacturers in the world today.Together with our partners at Stanley Hardware, Pemko Manufacturing and Ives we believe we have put together
the most comprehensive range of commercial grade solutions available from one source anywhere in the world.

Escape Hardware

UK Building Regulations, through their Approved Documents, demand minimum performance requirements from door sets and general door
hardware including escape hardware. Consequently, Relcross, along with our partners at Von Duprin, has developed and introduced innovative
solutions with many attractive design features - providing a range of escape hardware that meets or surpasses the requirements and objectives of
specifiers and end users alike.

Access Control & Accessories

Access control systems, whether electronic or purely mechanical, cannot be used successfully in isolation.A successful installation is dependent
upon the inclusion and maintenance of reliable and compatible door hardware products in conjunction with adequate training of those managing
and using the system. Relcross understands these requirements and has added a quality range of access control solutions to its already established
and proven product portfolio.

Mechanical Digital Locks

In almost all security and access control situations, it is a requirement of authorized users that they have the facility to open the door from a point
close at hand.The Keylex range of products addresses this requirement since every lock within the range combines the locking of the door with the
means of override. Because Keylex locks are so simple to operate, they are ideal for use in small lower than average budget systems. Keylex locks 
are designed for doors where authorized users are issued with a common code and doors that do not need to be controlled electronically.

A Guide to Operating Forces on 
DDA Compliant Fire Door Assemblies

It is our responsibility as door hardware professionals to familiarize ourselves with, and become fully conversant with, the provisions of Approved
Document M.The inclusion of the correct LCN door closer, Stanley hinges and Pemko seals on fire door assemblies will ensure you provide a
‘compliant solution' and a professional level of accurate advice to all your clients.

Relcross Ltd.,
Hambleton Avenue,
Devizes, Wiltshire 
SN10 2RT. United Kingdom
Tel: 01380 729600
Fax: 01380 729888
Email: sales@relcross.co.uk
Internet: www.relcross.co.uk
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Important note - All drawings shown in this brochure are for illustrative purposes only.
Warranty information, installation instructions and templates are available to download at

www.relcross.co.uk




